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The Evolution Case Stacker Series features a redesigned frame engineered for harsh

washdown environments, long-term durability, and consistent build quality. DCC has

integrated its proven electric-driven belt technology into the case lift system, eliminating

hydraulics and reducing the food safety risks associated with hydraulic fluid systems.

The electric-driven system provides smooth, accurate motion while minimizing wear and

maintenance requirements. The result is higher throughput, consistent stacking, lower

operating costs, and dependable long-term performance.
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High efficient electric lifting, eliminates hydraulics 

Hygienic-friendly improved frame design for easier cleaning and

sanitation

Consistent high-speed control for smooth, reliable performance

VFD-based motor control with energy management

Full wash-down stainless steel construction

Gearmotor drive with belt-driven motion

Safety light curtain discharge option

Operator-friendly HMI

Dual-voltage electrical panel with sloped top

Case and container conveyance
Case packing
Palletizing

FEATURES INTEGRATIONS

SPECIFICATIONS

SERVICE AND SUPPORT

At DCC Automation, we are committed to being your trusted
partner at every stage, from brainstorming to installation and
beyond. With thousands of hours of hands-on experience, our
engineering and installation teams work seamlessly to ensure
your systems run flawlessly in the field, not just on paper. If
challenges arise, our expert technicians are ready to adapt and
resolve issues quickly. Need repairs? Our service team
understands the importance of minimizing downtime and will be
on-site promptly to get your operations back on track. No matter
the project size or complexity, we’re here to support your success
every step of the way.

APPLICATIONS
Plastic Cases 
Contact DCC for other sizes compatibility

CASE SIZES
13" x 13" x 11"

CHANGOVER
Menu-select interactive HMI
5 or 6 high menu selection

SPEED

Single Stacker: Up to 22 cases per minute.  
Double Stacker: Up to 32 cases per minute.  
Both speeds depend on the customer's conveyor
speed.

SAFETY

CAT 3 Dual channel monitored access
doors and safety pneumatic dump.
Industry standard guarding with tunnels
over open access points and cleanability. 

CONTRUCTION
Construction in 304 stainless steel
features an engineered frame member
without enclosed tubing for durability and
easy cleaning, with slotted viewport
guarding provides safety, visibility, and
cleanability.

CONTROLS
Separate High and Low Voltage Panels 
Control Panel built to UL508 Standard
AB Guard Logix Controller
AB 527 VFD
IP 67/69 Sensors 
Pneumatic Valve mounted in Nema 4x Panel. 

UTILITIES
480 VAC 3 Phases 30 Amps
5 CFM @ 90 PSI Compressor AR

19" x 13" x 11"
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